















	Technical book: Technical book
	Product name: EP Range
	Range: Pallet trucks
	Product different 2: Ride on 6 or 9 km/h
	Product different 3: Lateral exchange battery
	Product different 1: Pedestrian
	tons: 1,6 to 2,2 tons
	Battery: Battery
	Electromagnetic: Electromagnetic
	Handle release: Handle release
	Position: Pedetrian
	Polyurethane: Polyurethane
	variator: AC Mosfet variator
	tons1: 1600 - 1800 kg
	Caractéristiques principales: TECHNICAL SPECS
	1,1: 1.1
	specification: Specifications
	1,3: 1.3
	1,2: 1.2
	1,4: 1.4
	1,5: 1.5
	1,6: 1.6
	1,8: 1.8
	1,9: 1.9
	weights: Weights
	Tyres frame: Tyres, frame
	Dimansions: Dimensions
	2,1: 2.1
	2,2: 2.2
	2,3: 2.3
	3,1: 3.1
	3,2: 3.2
	3,3: 3.3
	Tyres size: Tyres size (load side)
	3,4: 3.4
	3,5: 3.5
	3,6: 3.6
	3,7: 3.7
	Performances: Performances
	4,4: 4.4
	4,9: 4.9
	4,15: 4.15
	4,19: 4.19
	4,20: 4.20
	4,21: 4.21
	4,22: 4.22
	4,25: 4.25
	4,32: 4.32
	4,34: 4.34
	4,35: 4.35
	Motors: Motors
	5,1: 5.1
	5,2: 5.2
	5,3: 5.3
	5,8: 5.8
	5,10: 5.10
	5,11: 5.11
	Miscellaneous: Miscellaneous
	6,1: 6.1
	6,2: 6.2
	6,3: 6.3
	Model: Model
	turning radius: Turning radius (forks lowered/raised)
	Fabricant: Manufacturer
	Power source: Power source
	Driving position: Driving position
	Nominal capacity: Nominal capacity
	load center gravity: Load centre of gravity
	Center to fork face: Distance centre to fork face (forks lowered/raised)
	wheelbase: Wheelbase
	Operating weight: Operating weight
	Axle load with load: Axle load, with load, front/rear
	Axle load without load: Axle load, without load, front/rear
	wheel type: Wheel type (front/rear)
	size of drive wheel: Size of drive wheel
	size of castor wheels: Size of cator wheels
	number of front wheels: Number of front wheels (x=drive wheel) / rear wheels
	front wheel gauge: Front wheel gauge (middle of wheels)
	rear wheels: Rear wheel gauge (middle of wheels)
	lift height: Lift height
	Tller arm in vertical position: Tiller arm in vertical position
	Fork height in low position: Fork height in low position
	overall lenght: Overall lenght
	length at forks: Lenght at fork heels
	total width: Total width (overall)
	fork dimensions: Forks dimensions
	fork spread: Fork spread
	Ground clearance at center: Ground clearance at centre of wheel-base
	Width of aisle for pallet 800x1200: Width of aisle for pallet 800 x 1200 lenghtways
	speed of travel laden: Speed of travel laden / unladen
	speed of raise laden: Speed of raise laden / unladen
	speed lowering: Speed of lowering laden / unladen
	maximum climbing: Maximum climbing ability, with / without load
	Service brake: Service brake
	parking brake: Parking brake
	drive motor: Drive motor, 60 minute rating
	lift motor: lift motor rating at 10%y
	DIN: Battery according to DIN 43531/35/36,A,B,C
	battery voltage - rated capacity: Battery voltage/rated capacity (5h)
	Battery weight: Battery weight
	Speed control: Speed control
	average noise: Average noise level for the driver (in motion) measured / guaranteed
	6,4: 6.4
	6,5: 6.5
	8,1: 8.1
	8,4: 8.4
	others dimensions: Others dimensions are available.
	Futher alternatives: Further alternatives are available.
	data is based: Data is based on standard configurations (forks, battery).
	dimensions are nominal: Truck performance and dimensions are nominal and subject to tolerances.
	Manitou product and specifications: Manitou product and specifications are subject to change without notice.
	Dimensional drawings: DIMENSIONAL DRAWINGS
	tons2: 2200 kg
	equipped: PFR 9 equipped with side guard
	Your nearest MANITOU dealer: Your nearest MANITOU dealer :
	porte: - PFR : Folding platform
	Position1: Porté
	tons1b: 2000 - 2200 kg
	ADRESS: B.P. 249 - 430 rue de l’Aubinière - 44158 Ancenis Cedex - France
Tel: 00 33 (0)2 40 09 10 11 - Fax: 00 33 (0)2 40 09 10 97
www.manitou.com
	ref: FT064_FR_A_0613_EMAII.pdf
	head office: Siège social :
	mention: La presente pubblicazione descrive le versioni e le possibilità di configurazione dei prodotti Manitou che possono presentare differenze di dotazione. Le attrezzature illustrate in questo opuscolo possono essere di serie, a richiesta o non disponibili,
secondo le versioni. Manitou si riserva il diritto di modificare in qualsiasi momento e senza preavviso le specifiche descritte e illustrate. Le specifiche riportate non sono impegnative. Per maggiori informazioni, si prega di mettersi in contatto
con il concessionario Manitou. Documento non contrattuale. La presentazione dei prodotti non è impegnativa. Elenco specifiche non esauriente. Il logo e la grafica dell’impresa sono di proprietà della Manitou e non possono essere usati senza la
preventiva autorizzazione. Tutti i diritti sono riservati. Le foto e gli schemi contenuti nel presente opuscolo sono forniti per la consultazione.


